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EasySpectrum Installation Guide

H

OS Support

Windows 10 \ Window 7 \ window XP

Install NI-VISA

£

Before install EasySpectrum, you need to install NI-VISA, which you can download from the NI-VISA web site. About NI-VISA, there
are full version and Run-Time Engine version. The full version include NI device driver and a tool named NI MAX that is a user
interface to control the device. The Run-Time Engine version which is much smaller than the full version only include NI device driver.

For example, you can get NI-VISA 5.4(or later version) full version from:
http://www.ni.com/download/ni-visa-5.4/4230/en/

You can also download NI-VISA Run-Time Engine 5.4 to your PC and install it as default selection.

Its installation process is similar with the full version.
After you downloaded the file you can follow the steps below to install it::

a. Double click the visa540_full.exe, dialog shown as below:

¥inZip Self-Extractor — visa540_full... [X|

To unzip all filez in viza540_full.exe to the specified

folder press the Unzip button, Unzip

) FRun Winfip
Unzip to folder:

lurnenlrzz DownloadsiMI-ISANV 2 [ Browse... ]

,_.
—

Cloge

Ovenurite files without prompting A

When done unzipping opet:

Ahzetup.exe Help
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b. Click Unzip, the installation process will automatically launch after unzipping files.
If your computer needs to install .NET Framework 4, its setup process will auto start.

W NI-VISA 5.4

ni.com/visa
NI-VISA
National Instruments VISA Software
Exit all applications before running this installer.
Disabling virus scanning applications may improve installation speed.
This program is subject to the accompanying License Agreement(s).
Mational Instruments Corporation is an authorized distributar of Microsoft Silverlight
7 NATIONAL
1995-2013 Mational Instruments, All rights reserved. # INSTRUMENTS
[ Newt>> 1} [ Cancel I

C. The NI-VISAinstalling dialog is shown above. Click Next to start the installation process.

Y NI-VISA 5.4

Destination Directory NATIONAL
Select the primary installation directory. Wmﬂmnm

National Instruments software will be installed in a subfolder of the following. To installinto &
different folder, click the Browse button and select another

Destination Directory

C:\Frogram Files'Hational Instrumentsh [ [ Browse... ]

[ << Back || Next >> I[ LCancel ]

Set the install path, default path is “C:\Program Files\National Instruments\” , you can change it.
Click Next, dialog shown as above.

5 NI-VISA 5.4 E]JXJ

Features NATIONAL
Select the features to install. yﬂﬂmw
= =« NIVISA 54 Mational Instruments VISA, driver version 5.4. VISA
=] Run Time Support pravides an AP for contraling VI, GPIB, Serial, x|

& Configuration Support and ather types of instruments,
—J | Development Support

=3 ~| Remote Server

»_~| RealTime Support

¥ _~| Windows Mobile/CE Support

NI Instrument 1/0 Assistant 2.8.2

NI System Configuration 5.5.0 Jdljsj DDDD '::f?‘

53]

®
L NI Measurement & Automation Explorer 5.5 | This feature will be installed on the lcal hard drive.
& NI-1588 Configuration 1.3.0
A i
Directory for NIVISA 5.4
C:\Program Files\IVI Foundation\VISA\ ‘ [ Browse.. |

[Hgsture Feature Delaults] [lek Cust] [ << Back " Mext >> | [ LCancel ]
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d. lick Next twice, in the License Agreement dialog, select the “I accept the above 2 License Agreement(s).”,
and click Next, dialog shown as below:

o NI-VISA 5.4 (=3

Start Installation NATIONAL
Review the following summary before continuing. mem

Adding or Changing
« NIVISA G4
Run Time Support
Configuration Support
Development Suppart
Remate Server
+ NI System Configuration 5.5.0
+ NI Measurement & Automation Explorer 5.5
=+ NI-1588 Configuration 1.3.0

Click the Nest button ta begin installation. Click the Back buttan to change the installation settings.

[ﬁave File... ] [ <<Back | Mest>> | [ Cancel
€. Click Next to run installation.
=Y RT-VISA 5.4 gi: @
Installation Complete NATIONAL
wnsrmm

Installation complete! You might be prompted to reboot your machine.

The best way to explore the new features is to use the VISA Interactive Control to open
sessions to the mew resource types and look at available operations, events, and
attributes.

Tou can use Measurement and Automation Explorer to configure the settings for NI-VISA

f.  Now the installation is complete, reboot your PC.
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Install EasySpectrum

Download the latest version of the software from the official website. After you downloaded the file you can follow the steps below to
install it:

a. Double click the EasySpectrum.msi, dialog shown as below:

|§ EasySpectrum

Welcome to the EasySpectrum Setup Wizard A

The installer will guide you through the steps required to install EasyS pectrum on your computer.

WARNING: This computer program is pratected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the |aw.

b. The EasySpectrum installing dialog is shown above. Click Next to start the installation process.

i':,x!J EasySpectrum

Select Installation Folder

|
i

The installer will install EasySpectrum to the: following folder.

To install in this folder, click "Next". To install to a different folder, enter it below or click "Browse".

Folder:

C:\Program Files‘siglent'EasySpectrumh Browse. .
Disk Cost...

Install EasySpectium for paursell, or for anyone who uses this computer:

(%) Everyone
O Just me

[ Cancel ] [ < Back ] L Next > J

Set the install path, default path is “C:\Program Files\siglent\EasySpectrum\”, you can change it.
Click Next, dialog shown as above.
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|3 EasySpectrum

Confirm Installation ﬁl

The installer is ready ta install EasySpectium on your computer.

Click "Next" to start the installation.

[ Cancel ] [ < Back ] l Mext > ]

C. Click Next to run installation. dialog shown as below:

i'::!'r EasySpectrum

Installing EasySpectrum

EasySpectum is being installed.

Please watt...

d. Now the installation is complete. Click Close to close the Setup Wizard.

13 EasySpectrum

Installation Complete [l

EasySpectrum has been successfully installed.

Click "Close" to exit.

If can not connect to SSA3000X Spectrum Analyzer, please update the Spectrum Analyzer firmware to the latest version and try again.
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